


 

 
Creation Date 01/03/2004 Prepared by Sol  File:KDB_SV2-16_GB.doc     2/2 
Document No.  Identifier:  Revision No.0  
  

 
 
Block Diagram 
 
 
 
 
 
 
 
 
 
 
 
 
Supply voltage UV Electronics: 2 x 18 ... 24 V AC/0.5 A   
            Servo valve 
Dimensions 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Key to Types
                                                                          
Servo valve                                 
Two-stage
Standard size 16
ISO 4401

Rated flow l/min                            32 ... 130
at    p = 20 bar

Working pressure bar                            315

Overlap                                                   1%
                                                                5%

Hydraulic oil  no reference
HFD                                                          D

SV 2 - 130/ 1 /

 

Position measurement

Final amplifier

Position controller                      

Supply
UV

Ue

± 10V

Electronics

105 175

12
0

Sandwich plate
NG16

Adj. hydr. zero
Pilot valve
max. ±60°  

Leakage oil R1/4

Adj. hydr. zero
Main stage 
1 rev. 0.5 mm
max. ±2 rev.

Effective direction
Coils in parallel
AC positive, BD negativ
Pilot valve P -> A
Main stage P -> B

Connector pin assignment
Stroke transducer

Connector pin assigment
Pilot valve


