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Technical data 
Operating voltage:    24V DC +/- 5% 
Power consumption:    5 VA 
Measuring range:    depending on the lens   
Resolution of sensor:    3 x 5340 Pixel (CCD colour sensor) 
SUB-Pixel resolution:    max. factor 6 for CCD Pro 30000 
Graphic display:    resolution 128 x 64 Pixel 
      active display 55 x 27.5 mm 
Connections  M12:    2 x CAN-Bus (In/Out indirect-coupled) 
      profile: CANopen DS301V4 
 M8:    1 x current supply 
      1 x Ethernet 10/100 MB (as an option) 
Type of protection:    IP54 
Ambient     temperature: 0 - 45°C 
conditions:     air humidity: 5 - 90%,  
      must be above dew point  
Weight:       approx. 1250 g 
   
Dimensions 
 
 Rotary switch CAN_ID: 

 S41:1....10 
 Dip switch:  S42/4: 
 ON: bus locking active 
    
 
 
 
Measuring range 
 
 
 
 
 
 
 
 
 
 
 
Focal distance 50mm: α = 38°  
Focal distance 28mm: α = 59,4°  
 

Definition of camera measuring range M:  Definition of camera measuring range M:  
 
      M = (ABmax + 2 x J) x 1.1                                M =           + 2 x J   x 1.1 
 

ABmax = max. strip width 
ABmin  = min. strip width 

                 J     = strip position error on one side 
                                (actuator stroke)   
Type code 
                             CCD Pro __.__ 
30 resolution 30.000 
05 resolution 5.000                                  
                               
28mm focal distance lens 
50mm focal width lens 

ABmax - ABmin 
            2 


